
M*CARBO Sig Sauer P365 Trigger Spring Kit
You must be 18 yrs of age to purchase. We advise that all parts purchased from our inventory be installed and inspected by a qualified gunsmith. Modifying your weapon may be prohibited in your state. 
Do not modify your sear or hammer engagement surfaces.  Before installing please be sure to check all local state and federal laws. By installing this part you agree to take full responsibility for any and 
all legal, health and warranty consequences that may be incurred.
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Step 1: Clear your Firearm - Check the Chamber, Bolt Face and Magazine Well.

Step 2: Gather Parts and Tools needed for Installation.

1. MCARBO Sig Sauer P365 
Trigger Spring Kit

2. Hammer
3. Bench Block
4. ⅛” 3/32” and 1/16” Punches
5. Micro-Tip Flathead Screwdriver
6. Synthetic Grease (w/PTFE)
7. Eye Protection

1.
2.

3.

4. 5. 7.
6.

Step 3: Lock the Slide Back and Rotate the Takedown Lever Down.

Step 4: Remove the Slide from the Frame.
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Step 5: Compress the Recoil Spring and Guide Rod to Remove it 
from the Slide.

Step 6: Push up on the Barrel from underneath to Remove it.

Step 7: Use your Micro-Tip to Push down on the Little Piece behind 
the Striker Block.

Step 8: Keep the Piece Compressed and Slide off the Back Plate.
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Step 9: Push out your Striker a bit. Push down on the Striker Block 
Safety and Remove the Striker Assembly.

Step 10: Let the Striker Block Safety Fall Out.

Step 11: Open up your Sig Sauer P365 Trigger Spring Kit.

Step 12: Put a dab of Synthetic Grease on the end of the New 
Striker Block Safety Spring.
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Step 13: Replace the Factory Striker Block Safety Spring with the New one.

Step 14: Drop the Striker Block Safety back into the Slide

Step 15: Grab your Bench Block. Compress the Silver Tab down on 
your Bench Block. Remove the Two Small Black Caps on the Striker.

Step 16: Once the Caps are off, Let the Striker Spring Slowly 
come up and Remove it.
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Step 17: Slide the new Striker Spring onto the Striker.

Step 18: Set the Silver Tab back on the Bench Block. Compress the 
Spring and Re-Attach the Two Small Caps.

Step 19: Once both Caps are on, Let the Spring Rise up and it should 
Capture.

Step 20: Insert the Striker Assembly back into the Slide to get it 
Started.
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Step 21: Compress the Striker Block Safety with your Micro-Tip. Line up the Silver 
Tab of the Striker Assembly and Release the Safety to Lock it.

Step 22: Press down on the Striker Block Safety again and 
Compress the Striker Guide down.

Step 23: Grab your Back Plate and Slide it Overtop the Striker Guide 
until you hear it Lock into Place.

Step 24: Drop your Barrel back into the Slide.
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Step 25: Compress your Recoil Spring and Guide Rod into Place.

Step 26: Set the Slide down and Grab your Frame and Bench Block

Step 27: Use your 3/32” Punch and Hammer to Tap out the Rear 
Receiver Pin.

Step 28: Use your Micro-Tip to Pry off the Metal Receiver.
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Step 29: Pull up on the Trigger a bit, and pull the receiver Up and Out at a 45 
Degree Angle.

Step 30: Fully Remove the Receiver from the Frame.

Step 31: Use your Micro-Tip to Pry up on the Safety Lever and 
Remove it.

Step 32: Turn the Receiver over and Let the other Safety Lever 
fall right out.
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Step 33: Remove the Takedown Safety Lever Bar.

Step 34: Rotate the Takedown Lever until the Notch is Dislocated. 
Wiggle and Pull out the Safety Lever.

Step 35: Set the Receiver on your Bench Block and Compress the 
Leg of the Trigger Return Spring.

Step 36: Pop the Spring out of Place and Remove it.
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Step 37: Remove the Disconnector. It should Slide right off.

Step 38: Push down on the Sear. Use your 3/32” Punch to Push out 
and Replace the Sear Pin.

Step 39: Slowly Remove your Punch and Drop out the Sear and Sear 
Spring.

Step 40: Remove the Factory Sear Spring.
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Step 41: Put some Synthetic Grease on the Striker Engagement Surface of 
the Sear as well as in the Sear Spring Channel.

Step 42: Put some Grease on the Right Side of the Sear. Get the 
New Sear Spring to stick in place. Make sure one Leg of the Spring 

Locates in the Sear Spring Channel.

Step 43: Pinch the Sear Assembly Together and Prepare to Drop it 
into the Receiver. You want the Bottom Tab of the Sear to Locate in 

the Small Pocket in the Frame.

Step 44: Drop the Sear Assembly into the Receiver. Use your 
Micro-Tip to adjust your positioning as needed.
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Step 45: Insert your 3/32” Punch From the Opposite Side to Capture the 
Sear and Sear Spring in Place.

Step 46: Grab the Sear Pin and Start Pushing it through the Opposite 
Side of the Punch to Push it out and Replace it.

Step 47: If you see a Spring Leg Blocking, Use your 1/16” Punch from 
the other side to Push Up and make some Clearance for the next Pin.

Step 48: Grab your Notched Pin. Get the Pin started and Push up with 
the Punch. Then Feel your way through as you Insert the Pin and 

Remove the Punch.
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Step 49: Grab your Takedown Lever and Takedown Lever Safety. Notice the 
Channel on the Lever where the Safety will Locate.

Step 50: Insert the Takedown Lever back into the Receiver. When it hits the 
Opposite Side, Rotate the Lever until the Small Tab gets Clearance, then 

Push and Snap the Lever into Place.

Step 51: Rotate the Lever so the Channel is Visible. Get the Rounded 
Piece of the Takedown Lever Safety to Locate in the Channel.

Step 52: Position the other side of the Safety Near the Sear. Pull 
out the Notched Pin a bit with your Micro-Tip to make some 

Clearance.
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Step 53: Rotate the Head of the Pin out of the way. Push down on the Sear 
and get the Safety to Locate. Then rotate the Pin Head back.

Step 54: Push the Pin back into Place to Capture everything in Place.

Step 55: Keep your Finger on the Takedown Lever Safety. Push the 
Pin out a bit one more time to make room for the Other Safety Lever.

Step 56: Drop the Safety Lever into the Empty Channel, still keeping 
Tension on the Takedown Lever Safety so it doesn't fall off
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Step 57: Move the Trigger Bar on the other side down a drop so you 
can see through the hole. Use your 1/16” Punch to move the Safety 

Lever into Alignment.

Step 58: Push the Pin back through from the other side. Make sure 
your Safety Lever does not fall out.

Step 59: Grab the Disconnector. Get it started in it’s Channel and Slide 
it up into Place.

Step 60: Get the Trigger Bar back into Position.
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Step 61: Grab your Trigger Return Spring. Guide it through the Trigger 
Bar. Get the Leg to Locate in the  Notch below.

Step 62: Set the Receiver on the Bench Block Vertically. Use your 
Micro-Tip to Compress the other Spring Leg into the Trigger Bar.

Step 63: Drop the Receiver back into the Frame Trigger First. Insert at a 45 
Degree angle. Push straight down to get the Takedown Lever to Locate.

Step 64: Push forward and Compress the rest of the Receiver 
into Place.
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Step 65: Push the Receiver Pin back through the Frame. Give the Pin a 
few Hammer Taps.

Step 66: Push up on your Slide Stop so you can Rotate the 
Takedown Lever Down.

Step 67: Line up the Slide and push it all the way back. Flip the 
Takedown Lever back up and let the Slide go forward.

Step 68: Perform a Function Check. Check your Safety and 
Trigger Reset.
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That’s it! Happy Shooting! 
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